SELECTED CLADDING

N

—

STANDING SEAM material
0.55mm|Colorsteel® Endura
0.55mm|Colorsteel® Maxx
0.55mml|Zincalume

SLIP FLASHING AS REQUIRED

Freeman Group Ltd STANDING SEAM TRAY VERTICAL CLADDING

BUILDING PAPER SHOWN DASHED

WALL FRAMING

INTERNAL WALL LINING

PRE-FINISHED EXTERNAL
CORNER FLASHING

SEPARATE BATTEN AS
REQUIRED WITH EPDM

STST OR GALV. FLAT HEAD NAIL
FOR FLASHING

20mm CAVITY
¥ TRAY CLIP

Notes:
These details are required to be fixed
to allow thermal movement .

BROCKELSBY

ROOFING PRODUCT
FREEMAN Welingon
GROUP E.R. FREEMAN LTD CANTERBURY

LONG RUN ROOFING TIMARU
www.roofing.co.nz Timaru

FREEMAN

ROOFING
Nelson

WANAKA

ROOFING
Wanaka

ROOFLINE CANTERBURY

MARLBOROUGH LONG RUN ROOFING ASHBURTON

Blenheim Ashburton
QUEENSTOWN ROOFING
ROOFING SOLUTIONS

Queenstown

Dunedin

Standing Seam SS150
External Corner with slip flashing
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